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TICO® Grip Type Pipe Clamps Datasheet

Product Code: RC1159

Product Description

TICO® Grip Type Pipe Clamps are designed to minimise vibration between pipework and
hanger. They consist of a U-bolt enclosed in a moulded sleeve made of TICO® FR material
with a serrated inner face to provide a positive pipe retention. They are engineered for the
straightforward and effective clamping of thin wall pipes with a TICO® FR/PA isolation strip.

Technical Specification

Property Test Method Value
TICO® FR Sleeve
Hardness ISO 48 60° = 5°
Density ISO 2781 1.50g/cm’
Tensile Strength ISO 37 37.0kg/cm’
Elongation at Break ISO 37 500%
Vertical Burn

Fire Test Burn Length CAANo 8 120mm

After Burn Indicative 180 Seconds Nil
Smoke Index NES711 15.94
Toxicity Index NES713 25
Flammability by Temperature NES715 227°C
Temperature Range = -50°Cto +120°C (+150°C intermittent)
TICO® FR/PA
Hardness ISO 48 68°
Density ISO 2781 1.38g/cm’
Tensile Strength ISO 37 11.0kg/cm’
Elongation at Break ISO 37 120%
Temperature Range = -50°Cto +120°C (+150°C intermittent)
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Section Y-Y Y+—

Dimensions for Stainless Steel Pipes

Nominal Pipe Size  Product Code

mm Inch - A B C D F G K M X
12.70* % RC1159-55-1/2 10 18,5 | 30 25 60 6 57 29 21
19.00* A RC1159-5S-3/4 10 215 |34 25 65 6 60 35 27
25.40* 1 RC1159-55-1 10 25 36 25 65 6 60 42 34
31.75 17 RC1159-55-1-1/4 | 10 345 |45 25 70 10 60 56 43
38.10 1% RC1159-SS-1-1/2 | 10 375 |49 25 80 10 70 62 49
50.80 2 RC1159-55-2 10 435 |55 25 90 10 75 74 61
76.20 3 RC1159-SS-3 10 575 |70 25 100 |12 75 102 | 89
101.60 4 RC1159-55-4 10 705 |83 25 110 |12 75 128 | 115
152.40 6 RC1159-55-6 15 105 | 123 |50 180 | 16 120 | 189 | 168
203.20 8 RC1159-55S-8 15 131 150 |50 199 | 16 120 | 240 | 219

For the stainless steel pipes OD of pipes are based on BS 3974 Part 1 1974 Table 10.
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Dimensions for Cu/Ni Pipes

Nominal Pipe Size Product Code Dimensions (mm)

mm inch - A B C D F G K M X
12.70 % RC1159-C-1/2 0 |16 30 |25 |60 |6 54 |24 |16
19.00 % RC1159-C-3/4 10 205 |34 |25 |65 |6 58 |33 |25
25.40 1 RC1159-C-1 10 |23 36 |25 |65 |6 61 |38 |30
31.75 1 RC1159-C-1-1/4 |10 |32 49 |30 |70 |10 |62 |51 |38
38.10 1% RC1159-C-1-1/2 |10 |35 53 |30 |80 |10 |70 |57 |445
50.80 2 RC1159-C-2 10 |415 |59 |30 |90 |10 |75 |70 |57
63.50 2% RC1159-C-2-1/2 |10 |51 74 |40 100 |12 |75 |89 |76
76.20 3 RC1159-C-3 10 |575 |77 |40 100 |12 |75 |102 |89
10160 |4 RC1159-C-4 10 |67 9 |40 110 [12 |75 |121 |108
15240 |6 RC1159-C-6 15 1005 [129 |50 |180 |16 |120 180 |159
203.20 |8 RC1159-C-8 15 |131 |156 |50 |199 |16 |120 240 |219

For Cu/Ni pipes (based on seamless 'Kunifer 10’ sizes) OD of pipes conform to BS 2871 Part 2 Table 3. BS MA 18
Table 2 BS MA60. Also suitable for oD stainless steel tubing.
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